
BULLETIN A-108/94

Size Range:
Service Operation:
Materials:
End Connections:
Service Application:
Temperatures:
Operation:

1/2" - 2" (15 - 50 mm)
Diversion, Mixing, Blending
Stainless Steel, Carbon Steel
Screwed, Buttweld, Socket weld, Sanitary and
others
Water, Oil, Steam, Gas, Thermal Fluid, Chemicals and
others

INDUSTRIAL VALVES

Diverter, Bottom and

Side Entry Ball Valves





D46/47,S46/47 Series

1/2" - 2" D46/47

S46/47

6-S.St  316

4-Carbon St.

T - PTFE

R - RPTFE

P - NRG

K - PEEK

U - UHMWPE

T - PTFE

G - Grafite

B - Buna

U - UHMWPE

NPT

BSPT

BW

SW

90°

180°

6-S.St  316

4-Carbon St.

6-S.St 316 6-S.St 316

M-17-4PH

Size Style Body End Ball Stem Seat* Seal Connection Option

* For a 1 piece seat / seal use one letter for seat and seal under the seat column.

HABONIM INDUSTRIAL VALVES LTD.
Kfar Hanassi, Chevel Korazim 12305, Israel

Limiting stem input torque figures are based on
random practical laboratory tests. For critical
applications consult Habonim.

Welded valves are assembled and tested with  Buna
body seals. The correct body seals are attached to
the valve for replacement after welding.

1.

2.

Fugitive Emission
The Diverter 47 series valve can be fitted with the
standard Habonim Fugitive Emission kit which conforms
to the US Clean Air Act and strict environmental
regulations of other countries.

Actuation
D46/47 and S46/47 series valves can be actuated both
pneumatically or electrically.
The Compact Pneumatic actuator can be used for 90°
operation.
For 180° operation consult Habonim.
For sizing the actuator please refer to the Compact
actuator catalogue or consult with Habonim.

When placing an order for valves please  refer to the
flow pattern, differential pressure on ports, temperature,
construct ion mater ia l  and end connectors.
The following table will help to identify the valve.

 How to order

Flow Coefficients and Breakaway Torque
Valve Size Flow Coefficient

mm in Cv Kv
15 - 20 1/2" - 3/4" 5 4

25 1" 10 9

40 1 1/2" 24 21
50 2" 36 31

Cv -     Flow - US GPM      Pressure - psi
Kv -     Flow - m3/ hr          Pressure - bar

Valve Size

in
15-20 1/2" - 3/4"

25 1"

40-50 11/2" - 2"

Limiting Stem Input Torque

117
216

430

13.2
24.4

48.6

Expected Breakaway Torque

N.M lbf.ins

14

22
26

124

195
230

6

N.M lbf.ins

Examples:

1)  Style - Bottom Entry, Size - 1", Body, End Ball - S.St 316, Seat / Seal - PTFE,  Option - 180°                 10 - D46 - 6666T/NPT - 180°

2)  Style - Side Entry, Size - 2", Body & End - Carbon St. , Ball - S.St 316, Seat -  NRG, Seal - Grafite       20 - S46 - 4466PG/BW - 90°

Issue HA

In accordance with our policy to strive for continuous improvement of the product, we reserve the right to alter the dimensions, technical data and information included in this catalogue
when required.

Pressure Temperature Rating

TEMPERATURE
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